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This is a photograph of the bare
Bug Board before we begin.
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Start by heating a small amount of solder
to the rectangular silver pads
where the fuse clips will
be mounted.

Let the tip of the soldering iron
heat the pad before applying the
solder.

www.PagerMotors.com

Solder the fuse clip, angled tab down, to
the0 pad on the Bug Board.
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Solder the fuse clip, angled tab down, to 1-4
the Opad on the Bug Board.
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Place the green terminal block on the board. The

square holes of the block should be facing the 1-5
"R3" on the Bug Board. | find that using a small

piece of tape helps
secure the block
while soldering.
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Solder the terminal block to the

Bug Board at the positions
noted with the d
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Remove the tape used to secure the terminal 1=7
block and proceed to Stage 2.
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Before

After

. Bend the 2.2K
resistor leads
for both resistors
|| to resemble this
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Drop the 2.2K resistor into place on the 2-2
Bug Board, marked "R2."
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Solder the 2.2K resistor to the 2.3

Bug Board at the positions
noted with the d
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Trim excess wire. 2-4
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D the 2.2K resistor into place on the
Bug Board, marked "R3."
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Solder the 2.2K resistor to the 2-6

Bug Board at the positions
noted with the dﬁ

www.PagerMotors.com

Trim excess wire. 2-7
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Proceed to Stage 3.
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Drop one of the 3904 transistors into place on ~ 3_4
the Bug Board, marked "Q3."

the 3904.
rt into place.
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Drop the other 3904 transistors into place on

3-4 || the Bug Board, marked "Q4." 3-5
Use a small piece of tape to secure the 3904.
This will help while soldering the part into place.
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Solder the component to the 3-6 g ; gy
Bug Board at the three positions Trim excess wire.
marked with
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